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HOW TO ADJUST THE RPM OF HYPERVSN DEVICES 
FOR HIGH QUALITY IMAGE AND VIDEO PLAYBACK 

Purpose of the feature 

To achieve the best possible playback quality with the HYPERVSN Devices when they 
are being filmed, we have given our customers the ability to change the rotation speed 
of the Device rays: the RPM value (revolutions per minute). 

Increasing the RPM value from 670 to 750 or 900 allows you to use a standard shutter 
speed of 1/50 (25 FPS) and of 1/60 (30 FPS) correspondingly which leads to better image 
playback quality on most Android- and iOS-based gadgets as well as DSLR and MILC 
cameras. 

Technical environment  

The feature is available for the HYPERVSN Solo (single Device) and the HYPERVSN Wall. 

• Device Model MS:  750 and 900 RPM 
• Device Model MS-L: 750 RPM 

Safety rules 

Increasing of the RPM value to 750 RPM doesn't affect the lifespan of the Device. 

Important. Do not leave the Device with the pre-set 900 RPM turned ON for a 
period exceeding 3 consecutive hours. After this period the RPM must be 
decreased to 670 or 750 for at least 1 hour. 

Increasing of the RPM value to 900 reduces the Device’s average operational 
lifespan, increases the risk of injury and is the sole responsibility of the user.  If 
operation of the Device at 900 RPM for longer than 3 hours continuously leads to 
a fault, this would not fall under the warranty and the user releases Kino-mo Ltd. 
from any and all claims and demands arising out or in connection with this case.  

Access to the feature 

1. Contact support@hypervsn.com to receive the latest firmware versions for your 
Devices and the MasterBox. Send a list of your Devices’ and MasterBox’ serial 
numbers in the format H-RXXXXXXX and H-WXXXXXXX. 

mailto:support@hypervsn.com
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2. After you have received the updates, turn on your Wall, the connected MasterBox 
and update your Devices and MasterBox. (Go to your CMS account → Devices. 
Ensure all the Devices of your Wall and the connected MasterBox are online. Click 
the Update Firmware buttons to start each update.  

 

Picture 1. 

After the “Firmware Installed” messages have appeared in front of each of your 
Devices and MasterBox, reboot the Wall. It is strictly recommended to update no 
more than two Devices simultaneously.) 

3. Connect your PC to your Device/Wall network (hypervsn-xxxxxxx or wall-
xxxxxxx). Type in 192.168.0.1 in your browser address bar. Enter the pin code when 
prompted. 

4. Go to the “Info” page. Click 10 times the “Info” title. Once the Service Mode link 
appears, click it. 

   

Picture 2. 

5. On the Service Mode page, select the RPM value and wait for the “Success” 
message to appear on your Device. 

  

Picture 3. 

Attention.  If the value is set on the MasterBox, the RPM will be changed for all the 
Devices connected to the MasterBox by the sync cables. 

Attention.  If 900 RPM value is set on the MasterBox with MS-L Devices connected, it 
won’t be applied for them (750 RPM value is only available for MS-L Devices).  


